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Keep your electronics cool

A flexible system that supports integration of electronics as a 
standalone system or together with SiteStar® Battery Cabinets.

 Integrate active equipment from the supplier  
 of your choice at 19” 9HU or optional 23” 7HU

  Dual high efficiency 48V fan

  Comes standard with M5 air filters - other filter 
available on request

 Ingress protection IP55

     Operating temperature range:  
-40°C to +55°C (-40°F to 131°F)

     Cooling capacity 700W at ΔT 7°K

 Light weight for simple installation

 Corrosion-resistant aluminium construction

  Secure lock and handle 

  Stand alone mounting hardware available

 FL21 cable inlets with a range of options  
 such as Roxtex inlets

  Optional filter guard available

  Front-to-back airflow

   Choose from a range of optional add-on kits  
 including heaters, DC distribution panels  
 and cable entry kits

SiteStar® Electronics Cabinet stacked  
on top of a SiteStar® Tall Cabinet
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Technical Specifications

Drawings

SiteStar® Electronics Cabinet

Mechanical

Size (W x D x H) 660 x 712 x 455 mm (26 x 26 x 18 in)

Weight 21 kg (46 lbs)

Encapsulation IP55 with M5 filter standard

Color NCS-S-2002G

Electrical

Nominal voltage 48V

Power consumption  50W

Alarm connection Individual; high temp alarm, door alarm, optional filter guard

NEW!

Data subject to change without notification

NorthStar Europe 
SiteTel Sweden AB
Staffans Väg 8
SE-192 07 Sollentuna,  
Stockholm, Sweden
europe@northstarbattery.com 
Tel: +46 8 410 102 00
Fax: +46 8 638 06 00

NorthStar Americas 
NorthStar Battery Company LLC
4000 Continental Way
Springfield, MO, 65803, 
United States of America
info@northstarbattery.com
Tel: +1 417 575 8200
Fax: +1 417 575 8250

NorthStar Middle East, Africa 
SiteTel Sweden AB JTL Branch
Office 702, Saba 1 Tower
Jumeirah Lake Towers, Dubai 
United Arab Emirates 
mea@northstarbattery.com 
Tel: +971 4 423 8060 
Fax: +971 4 423 8061

NorthStar Asia-Pacific 
NS Asia Pacific Sdn. Bhd.
B2-3A-13A, Solaris Dutamas
No. 1, Jalan Dutamas 1, 50480  
Kuala Lumpur, Malaysia
asia@northstarbattery.com
Tel: +60 3 6419 0711

Choose from a range of options add-on kits 
including heater, cable ducts, DC distribu-
tion panel


